
SIKU BT001 Wireless receiver
Wireless receiver for room thermostat

The BT001 is used to switch the heating plates on and off in conjunction with 
a room thermostat. A big advantage is to mount the receiver directly in the 
installation box.

PRODUCT DESCRIPTION 
- Wireless receiver for room thermostat
- flush mounting
- only suitable for interiors
- do not attach near force fields
- The electricity consumer is switched on after the target temperature
- Bi-directional radio communication
- Receiver for BT710 and BT010

Printing errors, mistakes and technical changes reserved.

Supply 230 V/ 50 Hz

Type of communication bidirektional

Frequenzy 433,92 MHz

Sensitivity -92 dBm

Range 150 m (outdoors), 35 m (in buildings)

Output relay, max. 16 A / 250 VAC

Working temperature 0°C to +40°C

Dimension 49,5 x 45,5 x 26 mm

IP IP20

IP20

Technical Data

SIKU BT001					     (Item no. 50436) 
  

1 Pc

Avialable models					     Item number				    Packaging unit

SIKU VertriebsgmbH
Bundesstraße 5, A-2102 Bisamberg  |  Tel +43 (0) 2262 61 521, Fax +43 (0) 2262 61 520  |  email  office@siku.cc www.siku.cc


